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 » TEXT, TIME AND DATE, GRAPHICS 

 » WIDE VIEWING ANGLE 

 » EASY TO INSTALL 

 » COMPACT 

 » TEMPERATURE AND BRIGHTNESS SENSOR 

 » FULL COLOR

LED CROSS
FOR PHARMACIES AND PARAPHARMACIES

LED DEVICE
The led devices have a highly compact design and are easy to install, as well as easy to maintain. The high experience of  our technicians 
and the use of  the latest generation components ensure a high level of  reliability and maximum performance. Our displays are clearly 
legible even in strong sunlight. We guarantee high reliability over time, with excellent readability even from a long distance.

COLORS
Availability of  colors: RGB (Full-color). The mechanics of  the devices can be customized with RAL painting or other on request (Optional).

APPLICATIONS
Our LEDs of  different sizes and dimensions can be used in various applications such as industrial advertising and signaling.
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LED CROSS
FOR PHARMACIES AND PARAPHARMACIES

TECHNICAL DATA:

NOTES: Any updates may cause revisions to this datasheet, the manufacturer reserves the right to modify it in whole or in part.

100x100 60x60

Dimensions 960x960 576x576

W: 1340 H: 960 D: 99 W: 874 H: 576 D: 80

Led SMD DIP

n°Led 10240 10240

Mechanical characteristics

• Construction material Painted aluminum

• Cooling down Ventilation air intakes

• Protection Waterproof

• Maintenance Front service

Display

• N ° Visible faces 2

• Led Color RGB / SMD

• Brightness 7500 cd/m2

Management

• Interfaces Wi-Fi, LAN (Optional)

• Software Integrated

• Smartphone app On request

Electrical Features

• Power Supply 110/220VAC, 60Hz/50Hz

Environment

• Temperature (° C) Operational: -20 / +60, Storage: -20 / +70

• Use OUTDOOR

Optional

• Surface painting RAL6029 / OTHERS (Optional)


